
The KF4-WE Buttons Changing The Battery Resetting the keyfob

Status LEDs

To prevent possible damage to components,
any static charge on your body needs to be
eliminated before touching the inside of the
unit. This can be accomplished by touching
some grounded/earthed metallic conductor

such as a radiator/pipework immediately
before replacing the batteries.

The batteries supplied have been chosen to
provide long service life whilst, for safety
reasons, having limited output current.

Replace only with approved batteries.

1. Put the Enforcer control panel into 
the “Change Codes” menu (see 
Enforcer User Manual for full details).

2. When prompted to enter a new user 
code, press any keyfob button.

3. Once asterisks appear on the 
Enforcer keypad, the new keyfob is 
learned on the system.

To do a nvm reset on the keyfob, first remove the 
battery, then press and hold down the lock and 
unlock buttons together and reinsert the battery at 
the same time. Continue holding down the buttons 
for another 10 seconds and then release.

The fully two way wireless keyfob allows you to see 
the status of the control unit via 3 colour LEDs:
System Armed: When the system is armed a RED 
LED will illuminate momentarily.
System Disarmed: When the system is disarmed a 
GREEN LED will illuminate momentarily.
System Fault: When the system is in fault condi-
tion an AMBER LED will illuminate momentarily, this 
will also flash when the keyfob is unable to arm 
itself in the correct mode without you having to 
choose.
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- (Negative)

CR-1/3N Li-Mn Cell (3 volts)
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WARRANTY: This product is sold subject to our 
standard warranty conditions and is warranted 

years. In the interest of continuing improvements 
of quality, customer care and design, Pyronix ltd 

giving prior notice. (Batteries not included in warranty)

against defects in workmanship for a period of one

Pyronix Ltd
Braithwell Way

Hellaby
Rotherham

South Yorkshire
S66 8QY

Customer Support: 
+44(0)845 6434 999 (local rate)

or +44(0)1709 535225 

Hours: Mon to Fri, 8:00am till 6:30pm

Email: customer.support@pyronix.com
Website: www.pyronix.com

Transmission Frequency: 868MHz
Transmission Method: Fully encrypted rolling code
Transmission Range: 300m free space
Low Battery Threshold: 2.1V +/-5% at 25°C
Code Combinations: 4294967295
Battery: CR-1/3N Li-Mn Cell (3 volts)
Battery Life: Up to 2 years
Operating Temperature: -10 to +40 °C
Emissions: EN55022 Class B
Immunity: EN50130-4
Dimensions: 60 x 40 x 15 mm 
Weight: 28g

Certification

All 4 buttons on the keyfob may be locked so that any accidental 
presses won’t affect your alarm system. 

Locking the keys on the keyfob is performed by pressing any buttons 
that are diagonal with one another at the same time; ie Lock & II or 
Unlock & I.
The RED LED will flash indicating that the fob has been locked.

To unlock, press both buttons together again, and the GREEN LED 
will flash indicating that the keyfob is now unlocked.

Note: When locked, the LED status is disabled.

KF4-WE
Wireless keyfob

4 button, two way

Specifications

KF4-WE Learning Locking the Keyfob

EN50131-3:2009
EN50131-5-3:2005+A1:2008
Security Grade 2
Environmental Class II

RINS1434-2

For electrical products sold within the 

European Community. At the end of the 

electrical products life, it should not be 

disposed of with household waste. Please 

recycle where facilities exist. Check with 

your Local Authority or retailer for recycling 

advice in your country.

When disposing of the 

product, the battery must be 

removed and disposed of 

separately in accordance 

with the local regulations



I Tasti Del KF4-WE Sostituzione Batteria Reset Telecomando

Led di stato

1. Accedere al menu Master ed entrare 
al sottomenu “CODICI?”.
Selezionere telecomando.

2. Premere un qualsiasi tasto del 
telecomando quando viene chiesto di 
inserire un nuovo codice.

3. La comparsa di asterischi sulla 
tastiera dell’Enforcer significa che il 
nuovo codice e’ stato memorizzato.

Per reinizializzare la memoria non volatile (nvm) del 
telecomando, rimuovere prima la batteria, tenere 
premuti i tasti “Lucchetto Chiuso” e “Lucchetto 
Aperto” e reinserire la batteria allo stesso tempo. 
Continuare a tenere premuti i tasti per 10secondi e 
poi rilasciare.

Il telecomando bidirezionale segnala lo stato della 
centrale tramite un led che puo’ assumere diversi 
colori.
Sistema inserito: Alla pressione di un tasto il led si 
illuminera’ di rosso.
Sistema disinserito: Alla pressione di un tasto il led 
si illuminera’ di verde
Guasto di sistema: in presenza di guasto, un led si 
illuminera’ di colore Ambra. Questo lampeggiera’ 
anche quando il telecomando non riesce ad inserire 
un’ area in maniera corretta.

+ (Positivo)

- (Negativo)

CR-1/3N Li-Mn Cell (3 volt)

 
 

 

LED Stato

Tasto lucchetto chiuso

Tasto Lucchetto 
Aperto

Tasto II

Tasto I

Pyronix Ltd
Braithwell Way

Hellaby
Rotherham

South Yorkshire
S66 8QY

Supporto clienti
+44(0)845 6434 999 (local rate)

or +44(0)1709 535225 

Ore: Cun a Ven, 8:00am till 6:30pm

Email: customer.support@pyronix.com
Website: www.pyronix.com

Frequenza di Trasmissione: 868MHz
Metodo di trasmissione: codice cifrato
Distanza di Trasmissione: 300m in spazio libero
Soglia di Bassa Batteria: 2,1V +/-5% a 25 gradi centigrade
Combinazioni di codici: 4294967295
Batteria: CR-1/3N Li-MN (3V)
Durata batteria: fino a 2 anni
Temperatura operative: -10 centigradi a 40 centigradi
Emissioni:EN55022 classe B
Immunita’:EN50130-4
Dimensioni: 60x40x15mm
Peso: 28g

Garanzia

Tutti e 4 i tasti del telecomando possono essere bloccati in maniera 
che il sistema di allarme non venga attivato a causa di pressioni 
accidentali. Per bloccare i tasti del telecomando, premere contempo-
raneamente qualsiasi coppia di tasti reciprocamente diagonali. Il led 
lampeggiera’ rosso ad indicare che il telecomando e’ stato bloccato. 
Ripremere la stessa coppia di tasti per sbloccare il telecomando. Il 
led lampeggiera’ verde ad indicare che il telecomando e’ stato 
sbloccato.

NOTA: a telecomando bloccato il led di stato e’ disabilitato.

KF4-WE
Telecomando bidirezionale

a tasti

Specifiche

Memorizzazione KF4-WE Bloccaggio del telecomando

EN50131-3:2009
EN50131-5-3:2005+A1:2008
Security Grade 2
Environmental Class II

La vendita del prodotto nei paesi della 
comunita’ europea, ne prevede il
corretto smaltimento in appositi 
contenitori. Riciclare il prodotto dove
esistono tali raccoglitori. Chiedere al 
rivenditore dove e come eseguire il
riciclaggio.

La batteria deve essere

rimossa e riciclata

separatamente.

Le batterie sono state scelte in maniera 
da fornire servizio per lungo tempo avendo,
per ragioni di sicurezza, una corrente di 
uscita limitata. Per la sostituzione, 
utilizzare solo batterie approvate.

Al fine di prevenire possibili danni ai 
componenti, e’ necessario eliminare l’effetto 
delle cariche statiche provenienti dal 
nostro corpo prima di toccare l’interno 
del telecomando. Si puo’ ottenere tale 
risultato toccando un conduttore metallico 
che sia a massa (un termosifone ad esempio).

Questo prodotto viene venduto secondo 
le nostre condizioni di garanzia ed e’ 
garantito per 2 anni contro difetti di 
fabbricazione (escluse le batterie). 
Nell’ottica di continuare a migliorare la 
qualita’, i progetti e la cura del cliente, 
Pyronix Ltd si riserva il diritto di 
emendamento sulle specifiche senza 
dare preavviso.


